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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: LED灯

SPEC.:

MFR.: EVERFINE

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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DATA OF LAMP PHOTOMETRIC DATA Eff: 140.00 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI













ZGSM-GCD200H4
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28000

1

220.1

11006

100.0

28000

15,38.0

0.0

100.0

0.0

51.6

0.0

48.4

0.05000

22.223

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: LED灯

SPEC.:

MFR.: EVERFINE

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

15345 30330 45315 60300 75285 90270 C0
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Classification:

IES:Type V - Very Short
CIE:Average - Short

CIE:Full cut-off
IES:Cut-off

Max.At80:24.34cd/klm
Max.At90:2.283cd/klm
Max.80-90:24.34cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%  11006

90%   9906

80%   8805

70%   7704

60%   6604

50%   5503

40%   4403

30%   3302

20%   2201

10%   1101

 5%    550

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 85.63 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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ZONAL FLUX DIAGRAM

NAME: LED灯

SPEC.:

MFR.: EVERFINE

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:×10cd UNIT:lm

896.3 893.2 883.7 866.8 868.9 869.4 878.4 884.4 832.1 832.1 2.97,2.97

950.0 933.7 906.1 890.4 893.6 891.3 905.0 928.4 2537 3369 12,12

1039 1003 945.7 922.9 919.2 923.4 950.6 1013 4330 7698 27.5,27.5

1084 1077 1034 958.4 938.5 939.7 987.5 1031 6249 13948 49.8,49.8

822.6 847.1 818.3 727.1 692.4 694.0 747.9 771.6 7082 21030 75.1,75.1

336.7 334.1 260.7 235.0 229.4 203.0 173.2 245.1 4485 25515 91.1,91.1

127.7 121.0 97.67 107.6 110.4 92.75 70.93 97.82 1492 27007 96.5,96.5

55.23 63.27 37.86 47.42 38.59 30.11 14.34 38.53 788.1 27795 99.3,99.3

5.128 5.774 1.419 2.881 2.419 1.642 0.5445 2.321 204.7 28000 100,100

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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ISOCANDELA DIAGRAM

NAME: LED灯

SPEC.:

MFR.: EVERFINE

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Imax:11005(H36.5,V-11.5)
 (At:C=15.0,Gamma=38.0)

UNIT: cd

10% 1101
20% 2201
30% 3302
40% 4402
50% 5503
60% 6603
70% 7704
80% 8804
90% 9905

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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LCS REPORT

NAME: LED灯

SPEC.:

MFR.: EVERFINE

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH
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FrontBack

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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BUG REPORT

NAME: LED灯

SPEC.:

MFR.: EVERFINE

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 3860.9 13.8

FM - Front-Medium(30-60) 9197.3 32.8

FH - Front-High(60-80) 1266.4 4.5

FVH - Front-Very High(80-90) 130.57 0.5

Total Forward Light 14455 51.6

BL - Back-Low(0-30) 3837.5 13.7

BM - Back-Medium(30-60) 8619.4 30.8

BH - Back-High(60-80) 1013.8 3.6

BVH - Back-Very High(80-90) 74.097 0.3

Total Back Light 13545 48.4

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B5-U0-G2

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 13545 0 13545

Street Side 14455 0 14455

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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ROAD ISOCANDELA REPORT

NAME: LED灯

SPEC.:

MFR.: EVERFINE

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:

E:\ies文件夹\H4 H5 H6  工厂灯嵌灯 3030 GOS\110\ZGSM-XXX200H4 110.GOS



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 10 Of 11

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED灯

SPEC.:

MFR.: EVERFINE

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--1 UNIT: ×10cd

0

0 865

5 881

10 896

15 917

20 950

25 983

30 1039

35 1092

40 1084

45 994

50 823

55 596

60 337

65 174

70 128

75 96.4

80 55.2

85 22.7

90 5.13

15

864

879

895

913

946

980

1031

1092

1092

1007

841

613

351

179

130

100

68.2

31.4

5.98

30

862

878

894

910

941

971

1020

1082

1087

1006

845

607

342

173

127

97.5

66.3

28.0

6.39

45

861

875

893

907

934

960

1003

1065

1077

1004

847

602

334

163

121

94.1

63.3

26.8

5.77

60

860

873

891

903

926

945

980

1039

1061

995

837

579

306

150

115

89.3

56.1

27.0

5.31

75

859

869

888

899

915

931

958

1008

1045

990

825

551

279

140

108

81.6

47.8

23.4

4.41

90

858

865

884

893

906

923

946

987

1034

992

818

533

261

131

97.7

71.0

37.9

9.14

1.42

105

857

861

878

887

900

913

933

969

1009

968

806

526

257

131

103

76.1

41.1

18.3

2.68

120

856

858

872

882

893

907

928

961

987

939

773

500

240

132

106

79.7

45.4

20.7

2.93

135

856

856

867

877

890

905

923

947

958

894

727

477

235

133

108

81.3

47.4

18.9

2.88

150

855

855

863

874

891

904

917

938

944

873

702

460

227

138

109

81.6

47.0

17.4

2.84

165

855

854

860

870

887

900

912

932

933

859

684

452

227

142

111

82.5

48.6

20.1

2.78

180

865

864

869

878

894

907

919

940

939

863

692

460

229

143

110

79.0

38.6

16.4

2.42

195

864

865

868

876

892

904

918

940

941

863

691

454

221

142

110

79.3

43.5

15.8

2.49

210

862

865

868

876

891

903

919

944

940

866

691

445

212

137

104

70.7

36.4

12.1

2.08

225

861

866

869

878

891

904

923

947

940

867

694

439

203

123

92.8

62.2

30.1

9.87

1.64

240

860

867

872

881

892

904

926

952

945

878

708

432

183

112

84.3

54.1

25.4

7.25

1.24

255

859

868

876

885

896

911

934

962

953

886

708

405

169

103

78.2

42.3

17.3

3.40

0.78

270

858

869

878

889

905

922

951

988

988

927

748

428

173

99.6

70.9

37.7

14.3

1.77

0.54

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED灯

SPEC.:

MFR.: EVERFINE

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--2 UNIT: ×10cd

285

0 857

5 870

10 881

15 894

20 913

25 935

30 972

35 1004

40 999

45 937

50 762

55 449

60 194

65 106

70 77.4

75 45.1

80 18.7

85 3.84

90 0.75

300

856

870

883

898

920

949

991

1027

1023

959

784

500

211

116

86.7

59.3

28.9

9.93

1.37

315

856

871

884

902

928

963

1013

1045

1031

951

772

513

245

131

97.8

70.3

38.5

13.9

2.32

330

855

871

885

905

935

971

1024

1054

1040

962

789

547

279

152

112

83.3

48.8

18.2

3.58

345

855

871

886

907

939

974

1029

1066

1052

969

792

562

305

165

122

95.8

60.9

26.6

4.46

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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